
DATA CENTER SOLUTIONS 

Electronic Airflow Measuring Station with 
Class 1A control damper and 

air measurement BAS interface actuator

EME5625MD

Wind Driven Rain Resistant Stationary 
Louver, AMCA 540 Enhanced Protection, 

AMCA 550, Miami Dade

ELF6350DMP

Maximum Performance
Drainable Stationary Louver

Extruded Aluminum, AMCA Certified

BD6

Commercial Backdraft Damper conforms 
to ASHRAE 90.1 leakage requirements, 

AMCA Certified

EV811

Equipment Screen Louvers

EAL6811

Acoustical Louvers

HZ700MD

Double Frame Extreme Performance Louver
 Miami Dade Approved

AIRFLOW-IQ

NOISE CONTROL

Acoustic Duct Silencers

SOUNDCHEK

 Modular Acoustic
Noise Control Panels

CDF

Concentric Diffuser

SSAFH8

Sun Control Sunshades

FSD60

Combination 
Fire/Smoke Damper

UL555 and UL555S Classified

Data Center Control Dampers
Extruded Aluminum | Airfoil Blade Damper

AMCA Class 1A Leakage Rating

CD50DC

Data Center Control Dampers 
Galvanized steel | Airfoil blade damper 
AMCA Class 1A Leakage Rated

CD60DC

Data Center Control Dampers
Thermally Efficient Extruded

Aluminum Insulated Airfoil Blade Damper
AMCA Class 1A Leakage Rated

TED50DC

Potential RUSKIN® Models for Data Center Application


